CNeynonKAUMNA HA AMHAMUK JBL E140-8. AaHHble B3ATbl C CanTa NPOU3BOAUTENS.

MapameTtpbl TAS-CMOAAG, K @K BUAMM HEMHOTO PasHATCA.

MODEL| FS | QTS |QMS|QES| VAS | EFF | PE|XMAX| RE | LE sD Bl | MMS |FLUX
E140 32| 0.7 5| 0.19]| 297.3] 4.9|/200] 356| 55| 1.11| 0.090| 241 84| 1.35
Thiele-Small Parameters| E140-8 Specifications E140-8
. (Hz) 32 Primary Application Electric bass, organ
low frequency
R, (ohms) 5.5 reinforcement
W 17 Nominal Diameter 380 mm
15in
Qe 50 Nominal Impedance’ 81}
Q.. 19 Power Capacity
Continuous program  |400 W
Vas EI&]J " ?gnﬁ Continuous sine wave? | 200 W
5, (m 089 Sensitivity? 100 dB SFL
(in2 138 Frequency Range 40-2500 Hz
X e (MMM 35 Voice Coil Diameter 102 mm
(in) 0.14 4in
Vy (em?) 3z Voice Coil Material Copper
(in) 19 Magnetic Assembly 8.5 kg
L, (mH) 1.1 Weight 18% Ib
Flux Density 1.35 tesla
T (] SpRce) %) D (13,500 qauss)
P, (Max) (W) 200 Baffle Cutout Diameter
Front mount 355 mm
T 13342 in
. Fa ; Rear mount 343 mm
B ‘ 5 l 2z 13'%in
: i Depth (137 mm
L J_f 5% in
( A Net Weight 10.1 kg
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